Robbins Sports Surfaces 

Portable Basketball Floor Specifications

Robbins All-Star® Collegiate 

Note to Specifier:  Please provide Robbins with an illustration of the floor layout including all logos, graphics and gamelines as well as color swatches for the floor prior to the date on which pricing is requested.  If Robbins does not receive this illustration prior to the date on which pricing is requested, Robbins will submit a price including our “Basic Graphics” package.  The Basic Graphics package meets the needs of most customers.  Please contact Robbins for a complete description of Basic Graphics as well as our graphic format requirements. 

The following specifications call out the material and default installation requirements necessary for the floor as recommended by Robbins Sports Surfaces. In some cases, local codes, physical requirements or installion recommendation may override these methods and procedures. It is Robbins recommendation to review the specification with a Regional Sales Manager or with the Robbins Portable Floor Manager before incorporating the specification into the project design. Some options impact installed cost and verification of the design and budget is advised. 

For the name of the local Robbins representative or dealer, contact Robbins at 1-800-543-1913 or on the web at www.robbinsfloor.com.

 Thank you. 

1. GENERAL SPECIFICATIONS

A. Furnish a portable basketball floor of 2nd & Better grade Northern hard maple wood.  This portable floor shall be constructed of sectional panels and when assembled shall provide a floor surface of 60' wide by 112' long.

B. Each sectional panel shall be constructed of 2-1/4” (57mm) hard maple interlocking strips on top of exterior grade plywood subflooring, and a substructure of laminated sleepers.

C. Sectional panels shall be completely portable providing quick and easy assembly and disassembly by a two or four person crew.

D. Sectional panels shall interlock to form the complete floor assembly, and interlocking system shall prevent vertical movement of the individual sectional panels.

E. Interlocking system shall be completely concealed after portable floor is assembled.

F. All work involving sanding, finishing, striping, color coating and owner's logo/design shall be completed in the manufacturer's plant.

G. Sufficient quantity of storage carts shall be provided for rapid removal and handling of portable floor to and from the storage area.  Fifteen carts are recommended for a 112' x 60' floor.  NOTE:  These carts are an additional charge.
H. The services of a competent working superintendent serving as the manufacturer's representative shall be provided during the actual installation and initial setup to instruct all personnel in all aspects of installation, removal, handling, storage and maintenance of the portable basketball floor.  The manufacturer shall also furnish detailed drawings and written installation instructions.

I. The manufacturer shall guarantee all items of this portable basketball floor against defects in materials and workmanship for a period of one (1) year.  The manufacturer shall correct any such defects within the guarantee without cost to the owner.  Damages caused to said portable basketball floor by the owner during this period, as well as reasonable wear and tear, shall not be covered by this warranty.

J. Freight charges shall be prepaid by the supplier and shall be included in this bid.  Bid price shall be F.O.B. destination.

K. Bidder must provide evidence of any deviation from these specifications including detailed drawings and statements itemizing where products deviate from or exceed these specifications.  This data shall be provided with this bid.

2. DETAILED SPECIFICATIONS

A. Floor size: The overall size of this portable floor shall be 60' wide by 112' long, consisting of 202 each 4' x 8' panels and 16 each 4' x 4' panels.

B. Fabrication: 
1) Fabrication shall consist of the construction of the series of panels described above, each with a 25/32" thick by 2-1/4” wide 2nd & Better grade Northern hard maple, kiln dried, tongue and groove, end matched strip flooring, laid over a substructure composed of 2” x 3” laminated pine sleepers.

a) Option:  FSC™ certified by Smartwood™, sustainably harvested strip maple flooring with the above dimensions.

2) A 1/2” thick exterior grade CDX plywood subflooring shall be nailed on top of the framing members and directly underneath the hardwood playing surface to each.  One side and one end of the subflooring shall project 3/8” to form a continuous tongue and groove interlock with adjacent sections.

3) The panel-to-panel interlock system is considered to be an integral component in assembling this floor.

4) The maple flooring shall be laid with the strips running parallel to the length of each panel, and nailed through the plywood subflooring and into each framing member underneath with coated 2", 15 gauge staples or equivalent nailing cleats.  The individual strips shall be slightly spaced to compensate for future expansion.

5) Prior to shipment all of the panels shall be trued and squared and brought to uniform dimensions.

C. (CONCEALED) LOCKING SYSTEM:

1) The end and center-framing members of each panel shall be fitted with a concealed locking system that interlocks each panel in the floor assembly.  This concealed locking system shall consist of interlocking angles and single 3/8" diameter drop pins, except for the starting and closing rows that are laterally bolted with concealed speed bolts.

2) Each panel shall interlock with the adjacent panels sides and ends to form the complete assembly and to prevent horizontal movement of the individual sections.

3) The outer edge of the longitudinal and end sections shall be secured together with 3/8" diameter concealed bolts.

D. SANDING AND FINISHING:  
1) The sanding, finishing and striping shall be completed in the manufacturer's plant.

2) Customer shall provide Robbins with gameline requirements and floor graphic requirements prior to date on which pricing is requested.  If Robbins does not receive the above information, price will be submitted with Robbins “Basic Graphics” package, which meets the needs of most customers.  Request Robbins document titled “Basic Graphic Description” for more information.

3) Manufacturer shall provide customer with electronically generated shop drawing with graphic and gameline layout prior to the application of paint.

4) See Robbins document titled “Graphic Requirements” for more information.

E. Installation and Initial Setup:

1) Any adjustments that become necessary during the initial setup shall be made by the manufacturer's representative.

F. Storage Carts:

1) Fifteen (15) storage carts are required for a 60’ x 112’ floor, and will be provided if specified on bid. Note:  These will be an additional charge.
