





Specification Note:





The following specifications call out the material and default installation requirements necessary for the floor as recommended by Robbins Sports Surfaces. In some cases, local codes, physical requirements or installer recommendation may override these methods and procedures. It is Robbins recommendation to review the specification with a Regional Sales Manager or the local Authorized Dealer before incorporating the specification into the project design. Some options impact installed cost and verification of the design and budget is advised.





For the name of the local Robbins representative or dealer, contact Robbins at 1-800-543-1913 or on the web at www.robbinsfloor.com <http://www.robbinsfloor.com/> .








GUIDE SPECIFICATIONS


ROBBINS PULASTIC-FL (E) OVER POUR





Part 1 - GENERAL DESCRIPTION





1.01 	DESCRIPTION


	


A.	Scope


		1.	The complete installation of ROBBINS PULASTIC-FL (E) polyurethane surfacing, (by Robbins,Inc. of 				Cincinnati, Ohio), over existing polyurethane flooring systems, including polyurethane resin, surface 				finish, and game lines.


	


B.	Product Description


		1.	ROBBINS PULASTIC-FL (E) Over Pour is a premium quality, non mercury, multi-purpose athletic floor 			system composed of a self-leveling, pigmented two-component polyurethane layer; roller applied two-				component polyurethane finish coat; and game lines.


	


C.	Typical Standards


		1.	Total average thickness of pigmented two-part polyurethane layer shall be 1.5 mm.


		2.	Existing polyurethane surface shall be in good condition, free from tears, punctures, or other surface 				deformation, and shall be properly bonded to its substrate.  Existing polyurethane surface shall be 				checked to assure that it is not softening, or returning to a liquid state.  Original installation of 					polyurethane shall have conformed to requirements outlined in Sec. 1.01, D., and Sec. 1.05, A.


	


D.	Related work specified under other section.  (A cross reference should be incorporated in these sections)


		1.	Concrete Substructure...........................................................Section 03300


			a.	Concrete tolerance 1/8" in radius of 10' - steel troweled.


			c.	Membrane waterproofing and damp-proofing.................Section 07100


			d.	NO SEALERS OR CURING AGENTS ARE TO BE USED.


			e. 	Thresholds:  metal...........................................................Section 08700


			f.	Game standard inserts.....................................................Section 11500








1.02	QUALITY ASSURANCE


	


A.	Supplier Qualifications


Supplier shall be an established firm experienced in field and been in the business for 25 years or more: Robbins, Inc., or an approved equal.


Manufacturer must be able to supply ISO 9001 and ISO 14001 Certifications.


Product must be comprised of a monolithic, non-lead and non-mercury polyurethane structural layer.








	


B.	Installer Qualifications


		1.	Flooring contractor shall be experienced in the flooring field and approved by Supplier.


		2.	Flooring contractor shall be factory-approved and have completed at least three projects of similar 				magnitude and complexity.


		3.	Submit three copies of supplier's recommendations for the correct preparation, and testing of existing 				polyurethane surface.


	


1.03	SUBMITTALS


	


A.	Supplier's Product Brochure:  Submit one copy.





B.	Samples:  Submit sample of ROBBINS PULASTIC-FL (E) to illustrate surface appearance and texture.


	


Maintenance Literature:  Submit copy of ROBBINS PULASTIC maintenance instructions.





1.04	DELIVERY AND STORAGE


	


A.	Delivery of Materials


		1.	Material shall not be delivered or installed until all masonry, painting, plastering, tile work, marble and 				terrazzo work are completed, and all overhead mechanical work, lighting, backstops, scoreboards are 				installed.  Room temperature shall be at least 55 degrees Fahrenheit and moisture content slab of 3% 			or less.


		2.	Area where materials are to be stored should be maintained at 55 degrees Fahrenheit and under 50% 			relative humidity by the General Contractor.








1.05	JOB CONDITIONS


	


A.	Schedule of Installation


		1.	Do not install floor system until concrete has been cured sixty (60) days, and the conditions in 					Paragraphs 1.01 and 1.04 are obtained.








1.06	GUARANTEE


	


A.	Guarantee shall not cover damage cause in whole or in part by casualty, ordinary wear and tear, abuse, 	use for which material is not designed, faulty construction of the building, settlement of the building walls, 	failure of the other contractors to adhere to specifications, separation of the concrete slab and excessive 	dryness or excessive moisture from humidity, spillage, mechanical failure, migration through the slab or wall, 	or any other source.


	


B.	Robbins, Inc. hereby warrants ROBBINS PULASTIC to be free from manufacturing defects for a period of 	one (1) year.  This warranty is in lieu of all other warranties, expressed or implied including, but not limited 	to, and warranty or merchantability or fitness for a particular purpose, and of any other obligations on the 	part of Robbins, Inc. shall be limited to replacing ROBBINS PULASTIC material as supplied by Robins, Inc. 	and proven to be defective in manufacture, and shall not include any other damages, either direct or 	consequential.
































Part 2 - PRODUCTS





2.01	MATERIALS


NOTE:  USE OF ANY NON-APPROVED COMPONENT SUBSTITUTIONS SHALL VOID WARRANTY.


	


A.	Polyurethane resin


ROBBINS PULASTIC FL (E) pigmented, two-component polyurethane resin.  No substitutions.


Physical Properties must meet and/or exceed each of the following:


a.  Thickness:		1.5mm


b.  Elongation at break:    230%


c.  Tensile Strength:   1,350 psi


d.  Tear Strength:   140 pli


Compound GM-2500


	


B.	Coating


		1.	ROBBINS PULASTIC PU-Coating-221, a pigmented, two-component polyurethane surface coating.  No substitutions.


	


C.	Game line Paint


		1.	ROBBINS PULASTIC PU-Line pigmented, two-component, polyurethane paints.  No substitutions.





Part 3 - EXECUTION





3.01	INSPECTION


	


A.	Inspect existing polyurethane surface for proper adhesion, and proper composition stability 	(assuring the 	product is not softening).


	


B.	All deficiencies in the existing polyurethane surface must be corrected prior to beginning installation of the 	Pulastic-FL over pour.








3.02	INSTALLATION


	


A.	ROBBINS PULASTIC-FL (E) Over Pour flooring system


		1.	Thoroughly remove all surface finishes, treatments, and other materials exposing actual polyurethane 			resin.  Remove any striping material residue or sanding fines.


		2.	Mix two-component ROBBINS PULASTIC-FL pigmented polyurethane resin and apply in accordance 			with supplier's instructions over the existing polyurethane surface.  Allow to cure 12 hours before 				proceeding.


		3.	Mix two-component ROBBINS PULASTIC PU-Coating-221 polyurethane finish coating and apply using 			ROBBINS PULASTIC lambswool rollers.  Allow to cure 48 hours before proceeding.


	


B.	Game Lines


		1.	Mix two-component ROBBINS PULASTIC PU-Line striping paint in accordance with supplier's 					instructions.


		2.	Line painting should be in accordance with supplier's directions. 	


		3.	Color of game lines shall be chosen from ROBBINS PULASTIC PU-Line standard colors.


		4.	Consult architectural drawings for game line location and chosen colors.


	


C.	Perimeter Molding (Optional):  Install a rubber base, anchored to the walls with standard base cement.


	


D.	Clean up all unused materials and debris and remove from the premises.














3.03 PROTECTION


	


A.	Cure Time


		1.	No traffic or other trades shall be allowed on the surface for a period of one week following completion 			to allow for complete and proper cure of the finish.


	


B.	Other Trades


		1.	It shall be the responsibility of the general contractor to protect the surface from damage by other 				trades before acceptance by the owner or the owner's authorized agent.





C.	Safety


		1.	No smoking, open flames or sparks from electrical equipment or any other source shall be permitted 				during the installation process, or in areas where materials are stored.








Construction options are available to modify this system to the project design and budget.


    Contact your Regional Sales Manager or the local Authorized Dealer for more information.


